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MONITORING GENERAL NOTES:

The total site size Is 77.34 acres. Representative sampling may be utllized on thls project.

The Indlvidual outfall dralnage basins along the project corridor have been carefully evaluated and compared on the basls of four
characteristics: the type of construction activity, the disturbed acreage, the average slope about the outfall, and the sooll erosion
[, new road In cut, road widening, and

Index 0-10,
malntenance/safety.
to or greater than 2 acres.
soll eroslon Index 1s low If It Is less than of equal to 5 and high If It Is greater than 5.
In the project’s dralnage area map, hydrology and hydraulilc studles,

[0 being the most erodible soll.
The distrubed area classes are less than or equal to | acre,

The construction activity types are new road on fl/

The average outfall slope Is mild If It Is equal to or less than 0.0

greater than | acre to less than 2 acres, and equal

3, and steep If It Is greater than 0.03.
After evaluatlon of these characteristics as presented
construction plans, geotechnical soll survey, and eroslon

sedimentation and pollutlon control plans, the Department has determined that representative sampling Is valld for the duratlon of the

project. The table below shows the groups of similar outfall dralnage basins.

The Increase In turbidity at the specified locatlons In the
primary and alternae representative monitored features are Identified In the table be/ow.

fable below will be representative of simllar outfall dralnage baslins.

Approved

The

SAMPLING | NFORMAT | ON

OUTFALL CHARACTERISTICS

Engineering, Planning, and Environmental Consultants

Suite 220, 2 Sun Court
Norcross, Georgia 30092

* Dralnage
g Area for Append[)( B
= LocatTon Appllcable | Sampling Type| the Total Warm or| NTU value |Allowable NTU
S| Primary (Statlon Name of constructlon |(Outfall or fecelving|Project Cold (outfall Increase (for
S| Monltored and recelving stage for Recelving water | Area water | monitoring |recelving Location Constructlon |Disturbed Areg Eroslon
~|  Feature offset) water monltorlng |Water) (SqMl) | (acres) stream | only) water) Description Activity (gcres) ExIt Slope Index Alternate (Simllar) Outfalls
| | L-3 Basin B, 1019+88, 131’ RT Stream *2 Stage 2 Qutfall 0. 47 /7. 34 Warm 50 N/A /8" FES Qutfall Widenlng 0-1 MIid Hilgh Basln A K, M, N
215-3 Basin J, 802+4[, 30" RT Stream *14/15 Stage | Outfall 23. 56 /7. 34 Warm 50 N/A 42" FES Outfall Widenlng )2 MIld Hilgh Basin L
3 |A-la Basin C, 105+38, 85" LT Stream */4 Stage 1,3 OQutfall 0. 30 /7.34 Warm 50 N/A Inlet of 42" Metal Widenlng 0-1 Steep Hlgh Basin |
4 |L-3 Basin N, 1025+50, 101’ RT Stream *2 Stage 3 OQutfall 0. 47 /7. 34 Warm 50 N/A [8" FES Outfall Widening 0-1 MIld Hlgh Basin A B, M
5118" plpe e 504+0( Basin F 504+00, 47’ RT Stream *9 Stages 2 & 3 Outfall 0.10 /7. 34 Warm 50 N/A [8" FES Qutfall New Locatlon-FII1/ 0-1 Steep Hilgh Basin D, E, |
Widenlng
6 |F-7 Basin N, [122+71, 99’ RT Stream *4 Stage 2 OQutfall 3.0 /7.34 Warm 50 N/A /8" FES Qutfall Road Widenling 0-1 Steep HIlgh Basln F
/ |H-0 BASIN 0, 127+08, 93’ LT Stream *4 Stages 2 & 3 OQutfall 3. 0 /7,34 Warm 50 N/A 30" FES Qutfall Road Widenlng )2 Steep Hlgh Basin G, H
The primary monitored feature specified should be used as the Inltlal sampling locatlon.
The alternate monltored feature may be used If addltlonal sampling s required or to replace
a primary monitored feature that s no longer located within the active phase of construction.
MONITORING SAMPLING METHODS & PROCEDURES RETENTION OF RECORDS
The primary permlttee shall retaln the followlng records at the constructlon slte or the records shall be readlly
See Speclal Provislon |67 and other contract documents for Monltoring Sampllng avallable at a designated alternate locatlon from commencement of constructlon untll such tlme as a NOT [s
Methods and Procedures. submitted I'n accordance with Part V/:
a. A copy of all Notlces of Intent submitted to EPD;
READY MIX CHUTE WASH-DOWN b. A copy of the Eroslon, SedImentatlon and Pollutlon Control Plan required by this permlt;
The washing of ready-mix concrete drums and dump ruck bodles used In the dellvery of Portland c.OfT?gedgg£%7rfrofessfonals § report of the results of the Inspectlon conducted In accordance with Part IV. A 5.
cement concrefe Is prohiblted on this site. d. A copy of all monltoring Informatlon, results, and reports required by this permlt:
e. A copy of all Inspectlon reports generated In accordance wlth Part IV.D. 4. d. of thls permlt;
In accordance with Standard Specificatlon 107: Legal Regulations and Responsibliity to the Publlic, f.. A copy of all violatlon summarles and violatlon summary reports generated In accordance with Part 1/1.D. 2.
only the dlscharge chute utlllzed In the deé/v?ry of Porf/an?fcemenf concrefe may be rinsed free of the permit; and
of fresh concrete remalns. The Contractor shall excavate a plt outslde of State water buffers, ’
at least 25 feet from any storm draln and outside of 1he 7rave//ed way, Including shoulders, For g g. Dally ralnfall Information collected In accordance wlth Part lV.D.4.d.(/)(c) of fh{s permlt.
wash-down plt. The pit shall be large enough to store all wash-down water without overtopplng. Co
N i ples of all Notices of Intent, Notlce of Termlnatlon, reports, plans, monitoring reports, monltoring Information,
/mmzdia;e;y ?;fer fhedwaig doy? 0g677f£0n?[778d0?mplefgdfgnd foeg fge WG?? dgw7/wgfer hgsd / Including all callbratlon and malntenance records and all orlginal strip chart recordings for contlnuous monltoring
50? gdfhn OI ef?rounf,fh ¢ pIT s g[ o ¢ A/?’ G”f 6 %fg“” alove ? g 6 gradeb ?h [nstrumentation, Eroslon, Sedimentatlon and Pollutlon Control Plans, records of all data used to complete the Notlce
g” ¢ f g eieva on o ¢ surrounding aredas. érnare wash-aown plans must be approved by the of [ntent to be covered by this permlt and all other records required by this permit shall be retalned by the permittee
roject Englneer. who elther producedfor/used It for a perlod of at least three years from the date that the NOT Is submitted In
B accordance with Part VI of this permlt. These records must be malntalned at the permlttee’s primary place of
%g3g;d37gpgégngfdsgngggwﬁrﬁg?g?rgnghgf8?g$;63¢0¥g3h ggygbygégraf;g?h?ggsgIggfsf;ggTslgg7ugégers. business or at a deslignated alternative locatlon once the construct!on actlvity has ceased at the permltted site.
the following: (1) a location away from any storm drain, stream o river. (2) access fo fha Thlis perlod may be extended by request of the EPD at any time upon written notlflcatlon of the permlt.
vehlcle beling used for wash down, (3) sufficlent volume for wash-down water, and (4) permlission
to use the area for wash down.
On sites where permission or access to excavate a wash-down plt Is unavallable, the Contractor may
have to wash-down Into a sealable 55-gallon drum or other sultable contalner and then fransport the
contalner to a proper disposal site. For additional Information, refer to the Georgla Small Buslness
Environmental Assistance Program’s "A Gulde for Ready MIx Chute/Hopper Wash-down".
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